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NATIONAL DAM INSPECTION PROGRAM

PHASE I REPORT

Identification No.: NH 00122

NHWRB No.: 165.056

Name of Dam: HARRIS POND DAM

City: Nashua

County and State: Hillsborough County, New Hampshire
Stream: Pennichuck Brook

Date of Inspection: October 31, 1978

BRIEF ASSESSMENT

Harris Pond Dam is a 450 foot long, 35 foot high earthfill
structure with cemented rubble stone masonry core walls, an
85 foot long arch type cemented stone masonry spillway with
a concrete cap, a gate house, and an auxiliary gate house
which serves the downstream water treatment plant. There is
a 165 foct long, 13 foot high earthfill dike approximately
1000 feet west of the main dam. OQutlet works include a 72
inch diameter penstock which feeds the downstream water treat-
ment plant, a 60 inch diameter conduit, two 18 inch diameter
waste gates at the dam, and one 12 inch diameter outlet pipe
at the west dike. The dam is owned by the Pennichuck Water
Works. While a dam has existed at this site since 1870,
alterations in 1895 and thereafter brought the dam and west
dike to their present configuration.

The dam, which lies on a tributary to the Merrimack River,

is used for water supply. The drainage area of the struc-

ture consists of 24.7 square miles, which is primarily

forested terrain. The dam's maxirmum impoundment of 1670
acre-feet and height of less than 40 feet places it in the
INTERMEDIATE size category, while the possibility of damage

to Supply Pond Dam, Nashua's water supply conduits, and the Route
3 bridge downstream, result in a SIGNIFICANT hazard potential
classification.

Based on the size and hazard classification and in accord-
ance with the Corps' guidelines, the Test Flood (TF) is
taken as one half the Probable Maximum Flood, which yields
a flow of 4940 cfs.



The selected TF inflow of 4940 cfs results in a discharge at

the dam of 4800 cfs. If the waste gates are fully open, this
discharge corresponds to a water level of 5.4 feet above the

spillway crest or about 0.3 feet below the dam crest.

The dam is in FAIR condition at the present time and requires
considerable routine maintenance, The owner should engage a
qualified geotechnical engineer to investigate the seepage at
the toe of the right embankment and design remedial measures
to prevent erosion of the downstream toe. Recommended remedial
measures include pointing of open joints on the spillway face,
spillway abutment, and training walls; removing trees from the
embankments; trimming and removing vegetation and trees in the
downstream channel; instituting a program of annual technical
inspections; and developing a formal warning system to alert
people downstream in the event of an emergency.

The recommendations and improvements outlined above should be
implemented within one year of receipt of the report by the
owner.
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PREFACE

This report is prepared under guidance contained in the
Recommended Guidelines for Safety Inspection of Dams for
Phase 1 Investigations. Copies of these guidelines may be
obtained from the Office of Chief of Engineers, Washington,
D.C. 20314. The purpose of a Phase I Investigation is to
identify expeditiously those dams which may pose hazards to
human life or property. The assessment of the general con-
dition of the dam is based upon available data and visual
inspections. Detailed investigation and analyses invelving
topographic mapping, subsurface investigations, testing, and
detailed computational evaluations are beyond the scope of

a Phase I investigation; however, the investigation is inten-
ded to identify any need for such studies.

In reviewing this report, it should be realized that the
reported condition of the dam is based on observations of
field conditions at the time of inspection along with data
avallable to the inspection team. 1In cases where the reser-
volir was lowered or drained prior to inspection, such action,
while improving the stability and safety of the dam, removes
the normal load on the structure and may obscure certain
conditions which might otherwise be detectable if inspected
under the normal operating environment of the structure.

It is important to note that the condition of 2 dam depends
on numerous and constantly changing internal and external
conditions, and is evolutionary in nature. It would be
incorrect to assume that the present condition of the dam
will continue to represent the condition of the dam at some
point in the future. Only through continued care and inspec-
tion can unsafe conditions be detected.

Phase I inspections are not intended to provide detailed
hydrologic and hydraulic analyses. In accordance with the
established Guidelines, the Test Flood is based on the
estimated "Probable Maximum Flood" for the region (greatest
reasonably possible storm runoff), or fractions thereof. Be-
cause of the magnitude and rarity of such a storm event, a
finding that a spillway will not pass the Test Flocd should
not be interpreted as necessarily posing a highly inadequate
condition. The Test Flood provides a measure of relative
spillway capacity and serves as an aid in determining the
need for more detailed hydrologic and hydraulic studies,
considering the size of the dam, its general condition and
the downstream damage potential.
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PHASE I INSPECTION REPOQORT

HARRIS POND DAM

SECTION 1

PROJECT INFORMATION

General
(a)  Authority

Public Law 92-367, August 8, 1972, authorized the
Secretary of the Army, through the Corps of Engineers,
to initiate a national program of dam inspection through-
out the United States. The New England Division of the
Corps of Engineers has been assigned the responsibility
of supervising the inspection of dams within the New
England Region. Goldberg, Zoino, Dunnicliff & Associ-
ates, Inc. (GZD) has been retained by the New England
Division to inspect and repocrt on selected dams in the
State of New Hampshire. Authorization and notice to
proceed was issued to GZD under a letter of November 28,
1978 from Colonel Max B. Scheider, Corps of Engineers.
Contract No. DACW 33-79-C-0013 has been a831gned by
the Corps of Engineers for this work.

(b) Purpose

(1) Perform technical inspection and evaluation
of non-federal dams to identify conditions which
threaten the public safety and thus permit cor-
rection in a timely manner by non-federal inter-
ests.

(2) Encourage and prepare the states to initiate
quickly effective dam safety programs for non-
federal dams.

(3) Update, verify and complete the National
Inventory of Dams.

(c) Scope

The program provides for the inspection of non-~-
federal dams in the high hazard potential category based
upon location of the dams and those dams in the signifi-
cant hazard potential category believed to represent an
immediate danger based on condition of the dam.
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Description of Project

{(a) Location

The Harris Pond Dam lies on the Pennichuck Brook
approximately 5 miles north of the center of the city
of Nashua, New Hampshire, The dam is located approxi-
mately 2500 feet upstream from the point where U. S.
Route 3 crosses Pennichuck Brook. The dam is
accessible from Route 3 via an access road leading
to the Pennichuck Water Works' Snow Plant. The access
road continues from the Snow Plant to Harris Dam. The
portion of the USGS Nashua North, N.H. quadrangle
presented previously shows this locus. Figure 1 of
Appendix B presents a detail of the site developed
from the inspection visit and the map.

() Degcription of Dam and Appurtenances

The dam and appurtenances consist of an earth
filled dam with cemented rubble stone masonry core
walls, an arch type cemented stone masonry spillway
with a concrete cap, a pgate house, and an auxiliary
gate house serving the water treatment plant located
approximately 13500 feet downstream of the structure in
the viecinity of Supply Pend Dam (NH (00123).

The total length of the dam is approximately 450
feet. In addition, an earth fill dike with a cemented
stone masonry core wall was constructed approximately
1000 feet west of the main dam. This dike is approxi-
mately 165 feet long. This dike has two outlet struc-
tures, one structure equipped with a rectangular verti-
cal 1ift gate and the other apparently sealed.

The arched spillway is approximately 85 feet long.
It consists of a cemented stone masonry arch type
structure with a 2.9 foot high concrete cap and sill.
The concrete cap presently serves as the spillway.
The overall height of the spillway structure is approxi-
mately 30 feet. The inverts of the two 18 inch outlet
pipes penetrating through the spillway are approxi-
mately 2.7 feet below the spillway crest. Discharge’
through these pipes is controlled by sluice gates
actuated with non-rising stems and operating nuts.
A steel framed timber decked maintenance catwalk is
located around the complete cutside perimeter of the
spillway. A perforated 2-inch diameter P.V.C. water
pipe is supported around the catwalk; the purpose of
this pipe is to aerate the reservoir surface in order
to prevent ice build-up.
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The right abutment consists of random cemented
stone masonry and extends upstream into the reservoir;
its downstream extension serves as a training wall.
This stone abutment and training wall is approximately
4.5 feet wide at its top surface and has a front batter
cf approximately 3 horizontal to 12 vertical. The
left abutment, which consists of random cemented stone
masonry, is constructed in a configuration of a "Z'.
The outstanding legs form the upstream and downstream
end walls. The abutment is approximately 4.5 feet wide
at its top surface; the front batter of this abutment
and training walls is similar to the right abutment.

A wood framed gate house is located on the upstream
side of the '"Z'.

The wood framed gate house contains two cast
iron sluice gates and a water level sensing device.
The right gate serves as the outlet for a 5 foot
diameter waste conduit which penetrates through the
left downstream training wall at & sharp skew. The
left gate, which has been sealed, served as the inlet
to a 5 foot diameter penstock to a former pumping
station which was located on the left bank approxi-
mately 100 feet downstream of the gate house. This
pumping station has been demolished. A water level
sensing device, which is monitored at the water treat-
ment plant adjacent to the Supply Pond Dam (NH 00123)
by means of a telemetering system, is located between
the gates. A vertical steel trash rack is located on
the approach to the sealed penstock gate.

A sgstructural steel service bridge with a 3 inch
timber deck spans between both training walls downstream
of the spillway. This structure is supported with
bearings located at the top of the downstream training
walls and also with diagonal bents framing approximately
at 45° angle into both of these walls. There is a chain
link fence around the perimeter of the service bridge
and up to the ends of the abutment with an access gate
to the approach of the spillway catwalk.

A secondary (auxiliary) gate house is located
approximately 100 feet to the left of the gate house
adjacent to the spillway. The size of this gate house
is approximately 10 feet x 20 feet. This structure is
equipped with a sloping trash rack on its upstream face
which is supported by a timber platform.
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Steps from the interior of the gate house to the plat-
form provide access for maintenance. This structure
houses a timber sluice gate operated between "Z"

shaped steel guides. This sluice gate is the inlet

for the 6 foot diameter penstock which discharges in

the pump house adjacent to Supply Pond Dam (NH 00123).
Because of the lack of access the size of the gate could
not be determined. A 30 inch diameter cast iron riser pipe
with a bolted cover projects 3 feet above the ground
approximately 5 feet downstream of this gate house.

It appears that this riser pipe is an observation
manhole located over the penstock. Two training walls
extend upstream from the gate house into the reservoir.
The left wall is perpendicular to the face of the
structure, whereas the right hand wall is splayed at
approximately a 45° angle. The walls consist of
cemented stone masonry with square cut granite cap-
stcne.

{(c) Size Classification

The dam's maximum impoundment of 1670 acre-feet
falls within the 1000 to 50,000 acre-foot range which
defines the INTERMEDIATE size category as defined in
the "Recommended Guidelines.™

(d) Hazard Potential Classification

A failure of Harris Pond Dam would result in
property damage to Supply Pond (NH 00123), water
supply conduits carrying water for Nashua, N.H., and
the Route 3 bridge over Pennichuck Brook downstream
from Supply Pond Dam. Since the structures are not
normally occupied, the chance for loss of life in the
event of a dam failure is low. For these reasons, a
SIGNIFICANT hazard potential classification is warranted.

(e} Ownership

The Pennichuck Water Works owns this dam. The
Pennichuck Water Works has offices at 11 High Street,
Nashua, N.H. 03060.

() Operator

The Pennichuck Water Works operates the struc-
ture. Personnel involved in the operation of the dam
are Steve Gorman, V.P., who can be reached by telephone
at 603-882-5191, and Steve Scully who can be reached
at 603-882-1391.
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(g) Purpose of Dam

At present, the dam is being used primarily to
retain water used by the Pennichuck Water Works to
supply the city of Nashua, N.H. Water from Harris
Pond flows into Supply Pond where it is removed for
use in the water supply system. Water c¢an be taken
directly from Harris Pond for water supply by use of
the 6 foot penstock described previocusly. This pen-
stock is also used to generate power for pumping at
Pump Station No. 4 located just downstream from the
Supply Pond Dam. The power generation is dependent
upon the amount of water that needs to be drained from
Harris Pond to maintain its desired level.

{h) Design and Construction History

Available records indicate that the dam and
appurtenances were originally constructed around 1870,
reconstructed in 1895 with further reconstructions made
during the life of the dam. The earth fill dike with
the stione masonry core wall was constructed as part
of the 1895 improvement program. The 1895 improvement
program consisted of raising the crest elevation of the
spillway, the dam (including abutments), and the west
dike by 5 feet. A more recent improvement (since 1973)
was the removal of flashboards and the construection of
a concrete cap which now serves as the spillway crest.
This cap resulted in approximately a 3 foot increase in
the permanent spillway height. Two 18 inch diameter
waste gates were installed within this concrete cap.

(i) Normal Operaticnal Procedure

The elevation of Harris Pond is kept at approxi-~
mately elevation 187 HSL (Mean Sea Level). As the
water level in the dam rises the 6 foot (72") penstock
running to Pump Station No. 4 located just downstream of
Supply Pond Dam (NH 00123) is opened to waste water or
to generate power for pumping. The two 18 inch pipes
in the concrete spiliway cap are also used to control
the flow into Supply Pond. Therefore, by opening the
72 inch penstock when the water level rises, the water
level in Harris Pond is kept relatively constant (at
least during periods where flow exceeds water usage in
Nashua). The levels of Harris Pond and Supply Pond are
monitored daily during the week and on weekends during
periods of high flow. For this reason, water rarely
flows over the spillway at either dam,
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Pertinent Data

(a) Drainage Area

, Harris Pond receives runoff from 24.7 square miles

of gently to steeply sloping forested terrain. Harris
Pond is one of several water storage ponds located on
Pennichuck Brook which combine to form the major source
of the water needs provided by the Pennichuck Water
Works to the city of Nashua, N.H,

() Discharge at Damsite

(1) Outlet Works

The dam has several outlet structures. These
include the 72 inch penstock, a 60 inch waste
conduit, the two 18 inch pipes poured into the
concrete spillway cap, and the 12 inch pipe sub-
merged in the west dike. The 72 inch penstock is
used primarily to waste water from Harris Pond to
the channel below Supply Pond Dam and to generate
power for pumps used by the Pennichuck Water Works
(PWW). Eventually, this penstock will be used to
divert water directly from Harris Pond to the new
treatment plant being constructed by PWW. The
invert elevation of this pipe is E1. 158.5, and
the flow is controlled by means of a screw gate.
The 60 inch waste conduit allows the direct flow
of water from Harris Pond to Supply Pond beneath
the dam. It is controlled by a screw gate and has
an invert elevation of 143.0. The two 18 inch
diameter pipes in the spillway cap are controlled
by means of 1lift gates and have invert elevations
of approximately 165.0. The 12 inch pipe in the
west dike is controlled by a screw gate although
it is left permanently open. The invert elevation
of the pipe is E1l. 164.4.

(2) Maximum Known Flood

Water level readings in January, February,
and March 19236 are on file with the New Hampshire
Water Resources Board. At that time the concrete
cap was not in place but 2.5 feet of flashboards
were across the spillway. The maximum water level
was recorded on March 20, 1936 and was approximately
1.5 feet above the flashboards or about 4.7 feet
below the top of the dam.

1-6



(e)

(d)

(e)

(3)

(4)

(5)

(6)

Spillway capacity at maximum pool elevation:

3630 cfs at E1. 173.4

Gated capacity at recreational pool elevation:

1150 cfs at El. 167.7

Gated capacity at maximum pool elevation:

1530 cfs at E1. 173.4

Total capacity at maximum pool elevation:

5160 cfs at E1., 173.4

Elevation (ft. above MSL)

(1) Top of Dam: El. 173.4
(2) Maximum pool elevation: El. 173.4
(3) Recreational pool: El1. 167 +
(4) Spillway crest (gated): E1. 167.7
(5) Upstream portal invert diversion tunnels:
El. 158.5 (72 inch Penstock) and E1. 143.0
(60 inch waste conduit)
(6) Streambed at centerline of dam: E1. 138.7
(7) Maximum tailwater: El1. 140.9
Reservoir
(1) Length of pool - recreational: 6000 ft +
-~ maximum: 6000 ft +
(2) Storage - recreational pool: 1180 acre-ft +
- maximum pool: 1670 acre-ft +
(3) Surface area - recreational pocl: 83 acres +
Dam
(1) Type: FEarth embankment with stone masonry

core wall and stone masonry arch
spillway with a concrete cap
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(f)

(g)

(2) Length: 450 feet; Dike: 165 feet +
(3) Height: 35 feet +; Dike: 13 feet +

(4) Top width: Varies, approx. 2 feet at
spillway; Dike: 40 feet +

(5) Side slopes: Spillway - U/S 1 horizontal to
vertical

D/S 1 horizontal to
vertical

Dike: U/S 2 horizontal to
vertical

D/S 2 horizontal to
vertical

{(6) Core: Stone masonry core

(7) Cutoff: Plans for the dike show a steel
sheeting cutoff

(8) Zoning and grout curtain: Unknown
Spillway

(1) Type: Stone masonry gravity arch
(2) Length of weir: B85 feet

(3) Crest elevation: 167.7 ft (MSL)

(4) Gates: Two 18 inch pipes embedded in
spillway

(5) U/S channel: Broad approach from pond
(8) D/S channel: Direct outlet to Supply Pond

Regulating Outlets

The regulating outlets are described in paragraph

.1l of this section.



SECTION 2 - ENGINEERING DATA

2.1 Design Records

The design of the dam is quite simple and incorporates
no unusual features except the use of an arched spillway
section between the earth embankments. Drawings of the
planned additions to the dam were available, and the pertinent
drawings are included in Appendix B.

2.2 Construction Records

No construction records are available for the dam
although the design drawings are in general agreement with
the conditions observed at the site.

2.3 Operational Records

The owner operates the dam in a manner consistent with
its intended purpose and engineering features.

2.4 Evaluation of Data

(a) Availability

The absence of design calculations offsets to
some extent the usefulness of the design plans of the
revisions to Harris Pond Dam. The general agreement
between the design drawings and the conditions observed
at the site result in an overall satisfactory assess-
ment for availability.

(b) Adequacy

The lack of in-depth engineering data does not
permit a definitive review. Therefore, the adequacy
of the dam cannot be assessed from the standpoint of
reviewing design and construction data. This assess-
ment is based primarily on the visual inspection, past
performance, and sound engineering judgment.

(c) Validity
Since the observations of the inspection team
generally confirm the information contained in the

design drawings, with modifications, a satisfactory
evaluation for wvalidity is indicated.
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SECTION 3 -~ VISUAL OBSERVATIONS

Findings
(a) General

The Harris Dam is in FAIR condition at the present
time. This structure regquires repointing of the open
joints on the downstream face of the spillway and
training walls and positive measures to control seep-
age through the right embankment to ensure its long-
term safety and use.

(b)  Dam

(1) Spillway

Observations of the cemented stone arch
type spillway with its 2.9 foot high concrete cap
have revealed seepage between the bottom of the
concrete cap and the top of the cemented stone
masonry. In some instances there is seepage
through the open joints of the stone masonry.
It is estimated that at least 50% of the joints
in the spillway are void of mortar. The condi-
tion of the concrete cap of the spillway is
good. The sluice gates are well maintained.
The catwalk around the perimeter of the spill-
way is in good condition. This catwalk is not
a debris catcher. The two-inch P.V.C. water
pipe which is used toc aerate the reservoir sur-
face to prevent ice build up is broken and
separated adjacent to the left abutment.

(2) Right Abutment

Loose mortar and efflorescence occurs over
approximately 50% of the wall face. The abutment
and the entire downstream continuation of this
abutment has been faced with gunite from the
channel bed to a height of approximately 15 feet.
This gunite facing exhibits large, random cracks
and is completely efflorescenced which can be
attributed to seepage. This mortar facing was
applied tc the abutment and downstream training
wall to arrest seepage. There is considerable
amount of vegetation at the connection between
the spillway and this abutment.
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The flared wingwall which is integrally construc-
ted with the downstream training wall has experi-
enced considerable unravelling. Seepage, at the
rate of 10 gpm, was observed to flow through this
wall.

(3) Embankment

The general condition of the embankment is
good, No deficiencies in the vertical and hori-
zontal alignment were noted. No slcughing or
erosion of slopes was noted, and the condition of
the abutments was good. Seepage at the rate of
5 to 10 gpm at the toe of the right embankment
was noted; the water was clean and clear.
Considerable heavy brush and trees up to 18
inches in diameter were noted on both the up-
stream and downstream slopes.

(4) Left Abutment

Loose mortar and efflourescence occurs
over 50% of the wall face of the abutment and
its training walls.

(5) Service Bridge

The service bridge including its protective
chain link fence are in good condition.

(6) Gate House

Visual observations of the gate house indi-
cate that this structure is in good condition.
Since the representatives of the Pennichuck Water
Works declined to permit access and to gperate
the waste gate, its function could not be observed.
According to a representative of the owner, this
gate is in good operating condition. This also
applies to the telemetering equipment and controls
at the water treatment plant.

(7) Secondary (Auxiliary) Gate House

Visual observations of this gate house
indicate that the structure is in good condition.



(8) West Dike

The general condition of the west dike is
good. No deficiencies in the vertical and hori-
zontal alignment were noted. No seepage, slough-
ing, or erosion of the slopes was noted. However,
heavy growth, including trees up to 24 inches in
diameter, was noted on hoth the upstream and
downstream slopes.

The west dike contains two outlet struc-
tures consisting of openings in "U" shaped end
walls 2.5 feet wide and 2.5 feet deep with trash
racks on their upstream faces. The right structure
is equippped with a rectangular vertical 1ift
gate with a non-rising stem and operating nut.
The left structure has been sealed. Service person-
nel were not available to operate the gate. Field
observations indicate that the functioning gate is
a 12 inch pipe. DBoth gate outlets are submerged.

() Downstream Channel

The downstream channel guickly opens to
Supply Pond the water level of which runs
essentially up to Harris Pond Dam. The side
slopes of the short section leading to Supply
Pond are moderately steep but stable. There is
considerable vegetation in the channel, and heavy
growth on both sides of the channel overhangs
the channel.

3.2 Evaluation

The Harris Pond Dam is rated in FAIR condition based
upon the amount of seepage through the spillway and the
seepage through the abutments. The gate houses were not
available for inspection, and operation of the various gates
could not be observed.



SECTION 4 - OPERATIONAL PROCEDURES

4.1 Procedures

As mentioned previously, the level of Harris Pond is
kept as nearly constant as possible. Normally, this level
is just a few inches below the top of the spillway. The
pond level is controlled through regulation of the two 18
inch drain pipes in the spillway cap and the 72 inch penstock
which is used to waste water. The water level of the pond is
recorded visually every week day and on weekends during periods
of high runoff.

4.2 Maintenance of Dam

No formal inspection or maintenance procedure is in
effect for the dam. The dam is inspected frequently, though
informally, by the Pennichuck Water Works personnel. Repairs
to the dam and other maintenance is performed as necessary
and when scheduling allows.

4.3 Maintenance of Operating Facilities

The two 18 inch pipes are operated twice a week to
adjust flows to Supply Pond. The condition of the control
gates and pipes is good. The 72 inch penstock is operated
frequently although at random intervals, depending upon
inflow to Harris Pond and water usage demands. Although the
penstock and gate could not be observed or operated, the
frequency of usage implies that the gate and penstock are
maintained on a regular basis.

4.4 Description cf Warning System

An automatic water level recording system is in effect
at Harris Pond. The system is telemetered back to the water
treatment plant near Supply Pond Dam. However, representa-
tives of PWW do not use this system alone and prefer to
visually record water levels daily during the week and as
required on weekends (during periods of high runoff).

4.5 Evaluation

The dam's present FAIR condition is a result of the
failure to perform the routine maintenance of pointing joints
and arresting seepage through the dam. The day to day
procedure of observing water levels and adjusting the levels,
as necessary, is adequate but more attention needs to be paid
to routine maintenance.
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SECTION 5 -~ HYDRAULICS/HYDROLOGY

Evaluation of Features

{(a) Design Data

Data sources available for Harris Pond Dam include
prior inventories, inspection reports, and an Anderson-
Nichols Company Flood Insurance Study performed in
1977. The New Hampshire Water Control Commission's
"Data on Dams in New Hampshire'" (April 10, 1032), the
New Hampshire Water Resources Board's "Inventory of
Dams and Water Power Developments" (August 25, 1936),
and the Public Service Commission of New Hampshire's
'"Dam Record™ (August 31, 1936) provide much of the
basic data for the dam. Inspection reports from
July 8, 1930; June 19, 1940; June 22, 1951; and October
25, 1973 are also available. The dam's owner, Penni-
chuck Water Works, provided 1895 plans and sections
of the dam, a 1940 map of the watershed area, and
piping diagrams for the pump stations near Supply Pond
Dam downstream. The Flood Insurance Study (FIS) per-
formed by Anderson-Nichols Company (ANCO) included a
rating curve; a storage-elevation curve; 10, 50, 100
and 500-year peak inflows and outflows; and cross-—
section data at various points on Pennichuck Brook
(including the dam).

(b) Experience Data

The only data on lake levels experienced in Harris
Pond is for January, February, and March 1936. This
data was gathered before the present concrete cap was
added to the spillway, and therefore is not applicable
to the current configuration. ANCO used data on out-
flow from Holt's Pond, which is just above Harris Pond,
to determine the flow recurrence interval relations
for Pennichuck Brook. This data is taken from a
Drainage Master Plan Phase I; Town of Merrimack, N.H.
by Hamilton Engineering Associates, Inc. in 1975,

(c) Visual Observations

Harris Pond Dam impounds one of two adjacent
water supply reservoirs on Pennichuck Brook just north
of Nashua, New Hampshire. The dam is an earthen
embankment with a stone masonry core and arched spill-
way.
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The spillway has a nearly vertical face about 31.6

feet high with an overall length of 85 feet, spanning

a distance of 65 feet between the abutments of a road-
way bridge on the dam crest. The spillway crest is at
elevation 167.7 feet above Mean Sea Level (MSL). A
wood plank walkway just above the spillway has supports
that divide the spillway into eleven 7.5 foot long bays.
At the time of the inspection the water level behind

. the dam was observed to be about 0.8 feet below the
spillway crest. Two 18 inch diameter pipes built into
the spillway crest with inverts at 165.0 feet MSL are
used to control water flow into Supply Pond immediately
downstream. The gates to these pipes were open and the
pipes flowing freely.

The regulating outlets for the dam include a 72
inch diameter penstock that enters a gate house adja-
cent to the pump station at Supply Pond, and there
splits into two 48 inch diameter pipes, one entering
the pump station for water supply and power generation
and one as a waste discharge into the stream channel
below Supply Pcnd Dam. Supply Pond Dam is the subject
of a separate Phase I Inspection Report in this series.
Ancther outlet is a 60 inch diameter pipe that discharges
into Supply Pond at the base of the dam. A third pen-
stock (60 inch) originally serving a powerhouse just
below the dam is now sealed and its gate inoperable.

On either side of the spillway the dam consists
of an earthen embankment with a stone masonry core.
The crest of the dam is about 5.7 feet higher than the
spillway at an elevation of 173.4 feet MSL. A gate
house on the left abutment houses the control mechanisms
for the ocutlet penstocks.

A possible additional outlet at high stages in
the lake is an earthen dike on the west bank of the
pond. At this location a low point in a woods road
embankment could possibly be overtopped at flcod
stages. The low point is at an elevation of about
172.0 feet or 5.1 feet above the water level observed.
Two 12 inch diameter culverts provide a normal flow
connection from Harris Pond to a smaller pond the the
other side of the embankment. One of these has a gate
mechanisms in the open position allowing some flow to
pass, while the other appeared to be inoperable and
closed.



Supply Pond is located immediately downstream of
Harris Pond Dam. Below Supply Pond Dam the Pennichuck
Brook channel has high banks and is relatively steeply
sloping. A newly constructed water supply conduit
bridge located about 225 feet downstream of the dam
has a top elevation of 125 feet and two 60 inch diameter
culverts. About 1100 feet further downstream the stream
passes under New Hampshire Route 3 via a 15 foot by 15
foot box culvert, Beyond this point the stream channel
widens considerably for the remaining mile or so to its
confluence with the Merrimack River.

(d) Overtopping Potential

The hydrologic conditions of interest in this
Phase I investigation are those required to assess
the dam's overtopping potential and its ability to
safely allow an appropriately large flood to pass.
This requires using the discharge and storage charac-
teristics of the structure to evaluate the impact of
an appropriately-sized Test Flood (TF). None of the
original hydraulic and hydrclogic design records are
available for use in this study.

Guidelines for establishing a recommended Test
Flood based on the size and hazard classifications of
a dam are specified in the "Recommended Guidelines”
of the Corps of Engineers. The impoundment of 1670
acre-feet and height of 35 feet is in the 1000 to
50,000 acre-foot storage range and less than 40 foot
height for an INTERMEDIATE sized struecture.

The previous ANCO FIS study provided 10, 50, 100,
and 500-year inflows to Harris Pond. This FIS work by
ANCO produced flow rates per square mile of drainage
area that are low by comparison with typical rates
for the region. The 100-year inflow of 630 cfs is equal
to about 25.5 ¢sm. The reason for these low flows is
the character of the basin upstream of Harris Pond Dam,
The drainage basin is swampy, with two large ponds
{(Bower's and Holt's) upstream.

However, it is apparent from ANCO's work that the
primary control causing this low flow is the culvert
across Pennichuck Brook under Route 101A. The culvert
controls 19 sq. miles of the drainage area and drasti-
cally reduces peak flows.
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For the purpose of this Test Flood Analysis, it
does not seem proper to allow a man-made construction
such as the Route 101-A culvert, which might be enlarged
or removed at any time, to determine test flood inflows.
Therefore, ANCO's FIS flow values would not apply to
this study.

The "Recommended Guidelines' suggest that if a
range of values is indicated for the Test Flood, the mag-
nitude should be related to the hazard potential. Since
the hazard is on the low side of the SIGNIFICANT cate-
gory, the test inflow to Harris Pond is taken to be the
one-half PMF, The COE's '"Maximum Prcbable Flood Peak
Flow Rates'" gives a 1/2 PMF of 300 c¢sm for a flat drain-
age area of 25 sq. miles. Because of the exceptional
amount of storage, in swamps and ponds, upstream of
Harris Pond, we will use 200 csm, yielding a peak inflow
of 4940 cfs.

A test inflow based on 200 cfs of 4940 cfs, is
routed through Harris Pond using the Stage Discharge
curve and Storage-Elevation curve shown in Appendix D,
The Stage-Discharge curve provided sums discharges over
the spillway, through the waste pipes, over the dam
crest, and through or over the west dike. It is assumed
that the waste pipes are fully open. The calculations
determining this curve are documented in Appendix D.

The outflow after attenuation by storage in Harris
Pond is 4800 cfs, with the peak water surface at eleva-
tion 173.1 ft. MSL (5.4 feet above the spillway crest,
.3 feet below the top of dam).

Hydrologic/Hydraulic Evaluation

The outlet capacity of this dam is sufficient to pass

the recommended Test Flood. The dam could pass about 5200
cfs without overtopping if the waste pipes are open.

Downstream Dam Failure Hazard Estimate

The peak outflow at Harris Pond Dam that would result

from dam failure is estimated using the procedure suggested
in the Corps of Engineers New England Division's April 1978
"Rule of Thumb Guidelines for Estimating Downstream Dam
Failure Hydrographs,'" as clarified in a December 7, 1978
meeting. Failure is assumed to occur as soon as the dam
crest is overtopped, at an elevation of 173.4 feet. This

5-4



is 5,7 feet above the spillway and about 35 feet above the
backwater from Supply Pond. It is assumed that a 40 foot
gap is opened in the dam. The peak failure outflow through
this gap, over the spillway, and through waste pipes would
be about 15,200 cfs.

The attenuation of this flow caused by Supply Pond is
estimated using procedures suggested by the "Rule of Thumb
Guidelines.'" The calculations shown in Appendix D give =z
peak flow from Supply Pond of 13,500 efs and an elevation
of 145.9 feet at Supply Pond Dam, which is 9.1 feet above
the spillway and 5.0 feet above the dam crest.

Two scenarios are investigated below Supply Pond Dam.
The first scenario assumes that Supply Pond Dam remains
intact and peak outflow is 14,200 cfs (13,500 cfs over the
dam plus 700 cfs from the 72 inch pipe from Harris Dam
which reenters Pennichuck Brook below Supply Pond Dam).
The other assumes that Supply Pond Dam fails, increasing
the fiow at Supply Pond Dam from 13,500 cfs to 27,800 cfs.

In either scenario, the dam failure flood wave would
probably cause significant damage to the pump stations and
conduit crossings immediately downstream of Supply Pond
Dam. The conduits involved carry a portion of the water
supply for the Town of Nashua. Since these struciures are
usually unoccupied, the potential for loss of life at this
site would be low,

The only major structure along the channel between
Supply Pond Dam and the Highway 3 bridge is a Pennichuck
Water Works Water Treatment Plant presently under construc-
tion. The lowest part of this plant will be 29 feet above the
stream bed. Since the flood wave downstream of the dam
would not be expected tc exceed more than two-thirds of the
original height at Supply Pond Dam of about 35 feet, whether
or not Supply Pond Dam remains intact, the Water Treatment
Plant should not be affected.

Because of the comparatively steep slope and narrow
channel downstream of Supply Pond Dam, there would be
little attenuation of flow between the dam and the
highway bridge, some 1100 feet downstream. Therefore,
it is assumed that the peak flow at the bridge would
be the same as that at Supply Pond Dam.



The Highway 3 bridge consistis of a 15 foot by
15 foot conduit with an invert 31 feet below the road-
way. Using a nomograph in FHWA Hydraulic Engineering
Circular No. 5 for the conduii, and a simple weir
equation for the roadway, the elevation necessary to
pass the inflow for either scenario can be estimated.
The estimated flow of 14,200 cfs if Supply Pond Dam
were to hold would require a water surface 2.4 feet
above the road surface. The estimated flow of 27,800
cfs is Supply Pond were to fail would require a water
surface 7.2 feet above the road. ZEither of these
situations could result in significant structural
damage to the bridge. Also, because of the rapid rate
of rise to be expected, there would be some hazard to
the occupants of any vehicles that happened to be
passing this location on this heavily travelled
highway.

Below the Highway 3 bridge, Pennichuck Brook
widens before feeding into the Merrimack River. It
is probable that the flood would quickly attenuate
downstream of the bridge.
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SECTION 6 - STRUCTURAL STABILITY

Evaluation of Structural Stability

(a) Visual Observations

With the exception of seepage through the right
embankment, open joints on the downstream face of the
spillway, and the joint between the concrete spillway
cap and the stone masonry, field investigation revealed
no significant displacements or distress which warrant
the preparation of structural stability czlculations
based on assumed sectional properties and engineering
factors.

(b) Design and Construction Data

No plans or calculations of value to a stability
agsessment are available for this dam.

(c) Operating Records

There are no formal operating records for the
dam that would be of value in evaluating the stability
of the dam under high flows. Water level readings in
1936 during the large flood of that year are available,
however, the dam did not have the concrete spillway cap
at that time which has changed the structure of the dam
making those records less meaningful.

(d) Post Construction Changes

The numercus alterations conducted during the
lifetime of this dam have not decreased the structural
stability of this dam.

(e) Seismic Stability

This dam is located in Seismic Zone 2 and, in
accordance with recommended Phase I guidelines, does
not warrant seismic analyses.



SECTION 7 - ASSESSMENT, RECOMMENDATIONS
AND REMEDIAIL MEASURES

7.1 Dam Assessment

(a) Condition

The Harris Pond Dam is in FAIR condition at the
present time.

(b) Adequacy of Information

The lack of in-depth engineering data does not
permit a definitive review. Therefore, the adequacy
of the dam cannot be assessed from the standpoint of
reviewing design and construction data. This assess-
ment is thus based primarily on the wvisual inspection,
past performance, and sound engineering judgment.

(c) Urgency

The engineering studies and improvements described
herein should be implemented by the owner within one
yvear of receipt of this Phase I Inspection Report.

(d) Need for Additiconal Investigations

Additional investigations are required as recom-
mended in Paragraph 7.2.

7.2 Recommendations

It is recommended that the seepage emanating from the
toe of the right embankment and right downstream training
wall should be investigated by a qualified geotechnical engi-
neer. Based on this investigation an appropriate design to
protect the toe from erosion should be instituted.

7.3 Remedial Measures

The Harris Pond Dam reguires the following operating
and maintenance improvements:

(1) Point open joints of downstream spillway face
with a high strength mortar and arrest seepage
between the base of the concrete cap and the
top of the slant masonry.
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(2)

(3)

(4)

(5)

(86)

(7)

(8)

Point open joints of the right abutment and down-
stream training wall with high strength mortar.
Reconstruct the splayed end of this training
wall.,

Point open joints of left abutment with high
strength mortar.

Clear both embankments of a2ll brush and trees
and institute a regular program of slope mainten-
ance.

Trim and remove all trees and vegetation from
the downstream channel which might become a
serious obstruction in the event of a serious
storm. Institute a regular program of removing
debris from in and around channel areas.

Institute a program cof annual technical inspec-
tions of the dam and appurtenances.

Clear both embankments of the west dike of all
brush and trees and institute a regular program
of slope maintenance.

Develop a formal warning system to alert people
downstream in the event of an emergency.

7.4 Alternatives

There are no meaningful alternatives to accomplish the
above listed actions.
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VISUAL INSPECTION CHECKLIST



INSPECTION TEAM ORGANIZATION

Date: October 31, 1978

NH 00122
HARRIS POND DAM

Nashua, New Hampshire

Pennichuck Brook
NHWRB 165.05

Weather:

INSPECTION TEAM

Nicholas Campagna

William S. Zoino
Robert Minutoeoli

Andrew Christo

Paul Razghsza

Richard Laramie

Clear, 55°F

Goldberg, Zoino, Dunnicliff

& Associates, Inc. (GZD)
GZD
GZD

Andrew Christo Engineers
(ACE)

ACE

Resource Analysis, Inc.

Team Captain
Soils & Foundation

Soils

Structural
Structural

Hydrology

Mr. Pattu Kesavan of the New Hampshire Water Resources Board
accompanied the inspection team.



EARRIS POND DAM
Nashua, NH

October 31, 1978
NH 00122

CHECK LISTS FOR VISUAL INSPECTION

AREA EVALUATED BY CONDITION & REMARKS
DAM EMBANKMENT
Vertical alignment and Mac

movement

Horizontal alignment zand
movement

Condition at abutments
Trespassing on slopes

Sloughing or erosion of
slopes

Rock slope protection
Unusual movement or
cracking at or near
toe

Unusual downstream seep-
age

Pipes or boils

Maintenance of slopes

WA

No deficiencies noted

No deficiencies noted

No deficiencies noted

No evidence

None noted

None

None noted

None at toe of left embankment;
S to 10 gpm at toe of right
embankment (50 ft. right of
right training wall and 100 ft.
downstream of centerline);
water clear and clean

None noted

Considerable heavy brush and
trees up to 18 inch diameter
on both upstream and downstream
slopes on both left and right
embankments




nARRIS POND DAM
Nashua, NH

October 31, 1978
NE 00122

CHECK LISTS FOR VISUAL INSPECTION

AREA EVALUATED

BY

CONDITION & REMARKS

OUTLET WORKS

A,

Approach Channel
Shoreline

Bottom conditions
Rock slides or falls
Log boom

Control of debris
Trees overhanging
channel

Spillway Abutments

Seepage

Masonry joints

Cracking

Efflourescence

Spillway

Condition of concrete

Spalling

Cracking

M

M

AcC

A ¢

Moderately sloping and stable
Not wvisible

No rock in vicinity

None

No debris evident

Many trees along shoreline
immediately uvstream of dam

Evidence of seepage through
right downstream training wall;
5 to 10 gpm through right
downstream end splayved wall

Abutments and training walls
50% void of mortar

Randonm cracking in mortar
facing at abutment

Considerable efflourescence at

mortar joints in right down-
stream training wall

Good
None

None




HARRIS POND DAM October 31, 1978
Nashua, NH NE 00122

CHECK LISTS FOR VISUAL INSPECTION

AREA EVALUATED BY CONDITION & REMARKS
Rusting or staining Al

on concrete None

Visible reinforcing None

Efflourescence None

Seepage Seepage through joint between

concrete cap and top of stone
masonry. Minor seepage through
open joints of cemented stone
masonry; 50% of joints void

of mortar

D. Dual Waste Gates
Operating mechanism Good

Catwalk Good, adequately secured with
chain 1ink gates

P.V.C. aeration pipe Broken, no longer funections
E. Gate House
Structure Good

Waste gate Not operated due to lack of
access. Owner's representa~
tive indicated gate is in
servicable condition

Telemetering System Not observed due to lack of
access. Owner's representative
indicated this equipment is in
good servicable condition

Penstock Abandoned-outlet gate sealed

F, Auxiliary Gate House

Structure ' A ¢ | Good




HARRIS POND DAM October 31, 1278
Nashua, NH NH 00122

CHECK LISTS FOR VISUAL INSPECTION

AREA EVALUATED BY CONDITION & REMARKS

Penstock gate ﬂc’ Not operated due to lack of
access. Owners representative
indicated gate is in servicabld

condition.
Stone masonry training
walls Good
Trash rack h < Good
WEST DIXKE
Vertical alignment and Am
movement No deficiencies noted
Horizontal alignment
and movement No deficiencies noted
Sloughing or erosion
of slopes None noted
Unusual downstream
seepage None noted
Unusual movement or
cracking at or near
toe None noted
Piping or boils None noted
Maintenance of slopes ‘ Mature trees up to 24 inch
diameter on slopes
Outlet structure con-
crete and trash rack Good
Outlet conduits and '
sluice gate Submerged; one conduit sealed
DOWNSTREAM CHANNEL

A. S8lopve Conditions Rﬂ1 Moderately steep but stable




HARRIS POND DAM
Nashua, NH

October 31, 1978
NH 00122

CHECK LISTS FOR VISUAL INSPECTION

AREA EVALUATED

BY

CONDITION & REMARKS

B. BRock slides or falls

C. Control of debris

D. 7Trees overhanging
channel

E. Other obstructions

ODERATION AND MAINTENANCE

FEATURES

A. BReservoir Regulation

Plan

Normal procedure

Emergency procedure

Compliance with desig-
nated plans

Maintenance
Quality

Adequacy

R

i

WAL

MAC

None noted

Considerable vegetation and
saplings growing in channel

Heavy growth on both sides
which does extend over channel

None noted

Maintain pond level 2.5 ft.
above old masonry spillway.
Level controlled by 72 inch
penstock and two 18 inch pivpes
in spillway.

Five foot diameter drain could

be opened by personnel at near-
by downstream treatment plant

Satisfactory

Minor maintenance required

Dam observed daily except
Saturday and Sunday hy treat—
ment plant personnel




FIGURE 1

APPENDIX B

Site Plan

Construction Drawing of 1895 Design

showing Plan and Elevation of Dam

Design Drawing of Plan of Dam
(1893)

Plan and Section of West Dike
1893)

Section of Dam (1893)
Detail Section of Dam (1893)
Details of Gates (1893)

Details of Gear and Pillow Blocks
for Gates (1893)

Details of Gate Hoisting
Apparatus (1893)

Details of Penstock and Drain
Tube (18923)

DPlan and Elevation of Dam (1823)

List of Pertinent Records not
included and their Location
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The New Hampshire Water Resources Board, 37 Pleasant
Street, Concord, N.H. 03301 maintains a correspondence file
on the dam dating back to the 1930's. Included in this file

are:

(a) Inspection reports of the dams from inspections
made in October 1973, June 1951, June 1840, April
1939, August 1936, and July 1930,

(b) Gage readings of the levels of Harris Pond in
January, February and March of 19386.

The Pennichuck Water Works (PWW) maintains permanent
records of the daily water level readings taken at this dam.
The PWW has offices at 11 High Street, Nashua, N.H. 03060.
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View of seepage at base of right downstream
training wall

View from left downstream training wall of
leakage between top of original dam and newer
concrete spillway
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3. View of dike on right side of reservoir to
£fill in natural low area

4, View of right abutment from downstream
channel showing cracks in concrete facing
at base of wall
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REM: STAGE DISCHARGE PROGRAM FOR HARRIS DAM, JOB 163

REM: ON TAPE 18, FILE 351

PAGE

PRINT "DISCHARGE FROM HARRIS DAM AS A FUNCTION OF HEAD"

PRINT USING 1381

IMAGE ~#~- 2T"HEAD"30T"DISCHARGE"

PRINT USING 170:
IMAGE 1T"(FEET)>"32T"(CFS>"

PRINT USING 138:

IMAGE1BT" TOTAL "6X"DAM"6X"WEST"SR"6 FT"
SX"PIPE"4X "+ PIPES"5X"DAM"

PRINT USING 210;

IMAGE 2B8T"TOTAL"SX"DIKE"SK"PIPE"

FOR H=0 TO 6 STEP 8,23
Q1=0

Q2=
Q4=
Q9
D1
D2

itunng
WD

. 1%85%HTM1.3
p5=17,4%(H+2)18.3
R6=111.7%(H+36,2)18.95
Q7=97.7%(H+22.2>18.3
D4=3, 9%HT8. 5

IF H<=4,3 THEHN 430

D1=2.8%18%(H~-4,2)%(08,5%(H-4.3))11.5

D3=D1
D2=2,8150%(H-4.3)>11.5
IF H¢(=5.7 THEN 430

@i=2.8%70%(H~5,7)%(0.5%(H-5.7
G4=2,8%20%(H-5,7)%(0. Ik(H-3.7

G2=2.8%124%(H~5,7211,3
Ti=Q1+02+03+Q4+G5+Q6+Q7

EX"S FT"4X"SPILLWAY"3X"TOP OF"

6“\

,jO



448
4549
45@
474@
4808
420
560
218
528

T2=01+D2+D3+D4
T3=Ti+T2

T4=Q3+33

To=R6+R7
T?=Q1+Q2+Q4

PRINT USING S00:H.T
IMAGE 1T,2D0.2D,9D,
NEXT H

END

3
e

’
D

T
!

1aT2y06,Q7,T4,T7
80,y 180,30, 180, 9D

302 d



6-a

DISCHARGE FROM HARRIS DAM AS A FUNCTION OF HEAD ABovE spiLtw AY CREST

2 d

HERD _ DISCHARGE
(FEET) (CFS>
TOTaL DaM WEST € FT S FT SPILLWAY  TOP OF
TOTAL DIKE PIPE PIPE + PIPES DAM
8.90 11579 1157 8 672 4608 25 a
B.235 1188 1196 2 674 463 99 5}
8.59 1266 1263 3 677 465 121 9
8,75 1358 1347 3 £79 468 209 9
1.00 1449 1446 4 681 471 294 7
1.25 1561 1556 4 684 473 489 8
1.358 1683 1678 5 686 47 517 8
1.75 1813 1816 3 688 478 644 9
2.00 1957 1951 6 638 481 788 2
2.25 2107 2iel 6 693 483 925 9
2,50 22693 2259 6 6535 486 1878 9
2.75 2431 2423 6 697 488 1249 o
3.808 26835 2598 [ 639 4906 1408 9
3.25 2783 2778 [ 702 493 1584 5
3.396 2973 29635 ¢ 784 4395 1766 8
3,75 3166 3159 3 706 498 1955 8
4,00 3367 3359 8 708 500 2131 g
4.25 3573 3963 8 710 582 2352 8
4,50 3798 3777 21 712 283 2569 8
.73 4848 3995 53 715 S07?7 2773 a
5.89 4317 4219 99 717 o210 2992 %)
5.25 4684 4448 156 719 912 3217 %)
$5.50 49086 4682 224 vai S5i4 3446 8
5.75 9229 4925 304 723 917 3682 4
6,00 s622 5228 394 726 519 3922 61

N ©
Ny
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PI-Aa

LIST.
108 REM: STAGE DISCHARGE PROGRAM FOR SUPPLY POND DAM, JOB 163

118 REM: ON TAPE 18, FILE 53

128 PAGE
138 PRINT "DISCHARGE FROM SUPPLY POND DAM AS A FUNCTIOH OF HEAD"

148 PRINT USING 1386:

1530 IMAGE -~ 2T"HEAD"3BT"DISCHARGE"

168 PRINT USING i7/e:

179 IMAGE t{T"(FEET>"32T"(CFS>»"

188 PRINT USING 19@:

1990 IMAGE 10T"TOTAL"SKX"HASTE PIPE"SX"GATES"SK"SPILLWAY"SX"TOP OF DAM"

208 FOR H=B TO 12.35 STEP 8.8

218 @5=9

228 Q1=8

238 S1=0

248 Q2=90

258 @3=8

268 R6=0

278 Q4=0

280 Q7=24.1%(H+21.37>%8.35

290 Q8=57.6X(H+17.7,10.5

309 39=57.6X(H+17.5210.5

318 IF H{=1 THEN 4¢€9 —
320 04=3.3%30%(H~1)11.5 .
339 IF H<{=4.1 THEN 460 —
349 (3=2,8%135¥(H-4.1,11.5 X
350 02=2,8%(13,1%(H~4.12%¢B.5%(H-4,10311.3 o
360 IF H<=4.5 THEN 469 -
370 05=2,8%150%C(H~4.3711.3

388 IF H<(=4.9 THEN 468

7908 06=2,8%(45¥(H-4.9)21(B.5k(H-4.9>)11.5

409 IF H<=6,9 THEN 469

410 (R6=2,8%98%(H-5.9)11.5

428 Si{=2,8%10%x(H~-6,93)%(0,5%(H~6.9)>11.3

439 1F H<{=8,3 THEN 469



ST-d

440
450
460
470
488
490
So8@
316
520

@2=2,8%55%(H-6.2)11.5 -

lezo 8*8.?3*(”"‘8- 3)*(9- 5*(”'—8- 3))1‘1-5
T1=R2+Q3I+R4+RS+QE+R7+Q8+RI+Q1+S}
T2=Q8+Q9

T3=Q02+R3+Q5+Q6+Q1+S1

PRINT USING S88:H,T1,07,T2,04,T3
IMAGE 2T,2D.10,80,120,13D,120,13D
NEXT H

END

3° hid



aT-d

DISCHARGE FROM SUPPLY POND DAM AS A FUNCTION OF HEAD

HEAD DISCHARGE
(FEET) (CF$)
TOTAL WASTE PIPE GATES SPILLWAY TOP OF DAM
0.0 595 112 483 2 9
8.5 603 113 490 9 9
1.0 611 114 457 9 g
1.5 654 116 583 35 @
2.9 726 117 519 93 8
2.5 816 118 516 182 0
3.9 922 119 523 289 a
3.5 1841 121 529 391 @
4.9 1172 122 535 514 9
4.5 1418 123 542 €43 97
5.8 1945 124 548 792 481
5.5 2713 125 554 945 1889
6.8 2675 126 560 1167 1883
6.5 4823 128 566 1277 2853
7.0 6158 129 571 1455 4003
7.5 7689 130 57 1641 5341
g.0 9378 131 583 1834 6830
8.5 11229 132 589 2633 8475
9.8 13240 133 594 249 10273
9.5 15392 134 €00 2453 12205
16,6 17631 135 505 267 14267
10.5 28194 136 611 2899 16458
11.6 22658 127 616 3131 18774
11,5 25342 138 621 3368 21214
12.8 28155 139 €27 3612 23777
12.5 31095 141 632 3861 26461

305
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REM: STAGE-DISCHARGE RELATIONSHIP FOR HIGHWAY 3 BRIDGE

REM: SUPPLY POHD DAM
REM: TAPE 18, FILE 58
PAGE

PRINT “DISCHARGE OVER HIGHWAY 3 BRIDGE AS A FUNCTIOW OF HERD®
PRINT USING 168:

IMAGE ~/~ 2T"HEAD"3BT"DISCHARGE"

PRINT USING 18@:

IMAGE 1T"CFEET"32T"(CFSH"

PRINT USING 288:

IMAGE laT" TOTAL CULVERT TOP OF KROAD"
PRINT ©

FOR H=B TO 16 STEP 8.3

READ Q1

P2=2,8%300%Ht1.5
03=2%2.0%20%H¥ (0. S¥HIM .3
24=02+03

05=04+01

PRINT USING 296:H,05,01,04
IMAGE 2T,2D.10,14D,16D, 13D

NEXT H
DATA 5188,5169,5226,528@,534@,5498,5469;5?-2,5588,5649,5?88
’

DATA 5760.5828,5880,5940,60008,60866,6129,6 62408, 6360
END

¥o bl Q.
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DISCHARGE DUER HIGHWAY 3 BRIDGE AS A FUNCTION OF HEAD

HERD DISCHARGE
(FEET? (CFS
TOTRL CULVERT TOP OF ROAD
8.6 3186 5198 9
8.5 9454 Sie1 204
1.8 6180 I226 S8y
1.5 6332 res - 1632
2.6 7348 52460 26BL -
2.9 9112 5488 3712
3.0 19442 54619 4382
3.9 11928 952y 6492
4.8 13567 5584 7987
4.3 15360 5640 97 2p
5.8 17385 S7ad 116685
5.9 19404 S7E8 13644
6.9 2186357 58z 15837
PR 24866 5380 18186
7.0 26621 5948 20631
7.9 29353 809 233353
8.0 22235 5869 26173
8.5 25278 6129 29158
9.8 25482 6126 32362
9,5 41851 5240 35611
8.0 45385 £388 39885
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Drainage Area Delineation

Harris Dam
Drainage Area = 24.7 sq. mi.
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APPENDIX E

INFORMATION AS CONTAINED IN

THE NATIONAL INVENTORY OF DAMS




